
VIBCO®Vibrators
Single Direction Plate Compactors

VIBCO®Vibrators: 1-800-633-0032
CALL FOR A DEMO TODAY!

TP-10® is the smallest and lightest plate
compactor available. TP-10® is designed for any
job that requires a lightweight compactor with a

big punch. It gets the job done.

TP-10® is ideal for the Pool Installation
Contractor, Utility Contractor, Pavement

Maintenance Contractor and Municipal Street
and Highway Crews.

Shock
mounted
Handle

Self-aligning
roller
bearings in
oil bath for
longer life

Heavy duty
clamp

Self-cleaning
base plate

Heavy
duty beltguard
positioned to
keep stones
from drive belt PA

T
C

H
M

A
N

®
se

ri
e
s 

P
la

te
 C

o
m

p
a

c
to

rs

Model TP-10®

■ Lightweight: only 87 lbs.
■ 12” wide - compact yet

packs a big punch
■ 1500 lbs. of force
■ Fast: 110 ft. per min.
■ Honda engine

SPECIFICATIONS TP-10
Plate Size inch 12 x 13.5

mm 305 x 343

Weight lbs. 87
kg 39.5

Centrifugal lbs 1500
Force N* 6675

Vibration Frequency VPM 5400 VPM

Engine Speed RPM 3500 RPM

Engine Honda HP 3

Travel ft/min 110
Speed m/min 33

Specific Centrifugal Force 10 psi

*N = Centrifugal Force in Newton

“ Light as a
butterfly,
punches like
ALI . . . ”



SEE US AT www.VIBCO.com TP0305 - VIBCO, INC.

TP-2045 with a 20” x 18” plate is the true brute in the
plate compactor field. Customer satisfaction
guaranteed. Customers comments include: “This
compactor will dig itself out of any hole, we never had a
compactor like this one.” It’s 9HP Honda engine and
4,500 lbs. of impact force indicate the power available.
A water tank kit for asphalt compaction can easily 
be added to all TP compactors.

Model
TPA-1830

Model
TP-2045

TP-1830 Plate Compactor for dirt  & TPA-1830 with
water system for asphalt compaction, the most 
popular and versatile of all the plate compactors, 
will handle all types of jobs with speed and efficiency.
Both models have a 5HP Honda gasoline engine.
Other engines also available. Force impact output 
3,000 lbs., see other specifications below.
TP-1830 comes standard with a Honda engine.
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SPECIFICATIONS TP1830 TP2045
PLATE SIZE Inch 18 x 18 20 x 18

mm 458 x 458 mm 508 x 458 mm

WEIGHT lbs 165 lbs. 290 lbs.
kg 75 kg. 132 kg.

CENTRIFUGAL lbs 3000 lbs. 4500 lbs.
FORCE N* 13350 N 20000 N

VIBRATION FREQUENCY 5000 VPM 4200 VPM

ENGINE SPEED RPM 3000 RPM 3250 RPM

TRAVEL SPEED ft/min 95 ft/min 105 ft/min
m/min 29m/min 32 m/min

ENGINE Honda 5 hp 9 hp

SPECIFIC CENTRIFUGAL FORCE PSI 9.2 12.5

*N = Centrifugal Force in Newton

Single Direction Plate Compactors

West Coast:
Phoenix, Arizona 85254
Phone: (480) 596-1809

(800) 633-0032
FAX: (480) 596-1614

Canada:
2215 Dunwin Drive
Mississauga, Ont.L5L 1X1
Phone: (905) 828-4191

(800) 465-9709
FAX: (905) 828-5015

VIBCO, INC.
75 Stilson Road, P.O. Box 8
Wyoming, RI 02898
E-Mail: vibrators@vibco.com
Phone: (401) 539-2392

(800) 633-0032
FAX: (401) 539-2584
www.VIBCO.com

We’re The   Compactor Guys.®




